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TYPICAL CROSS SECTION

CONCRETE BARRIER, DOUBLE FACE,
42 HEIGHT

i PAY LIMITS OF BITUMINOUS OR PCC SHOULDERS.

1. FOR ADDITIONAL CONCRETE BARRIER DETAILS SEE STANDARD
637006.

2. FOR ADDITIONAL SHOULDEZR DETAILS SEE TYPICAL SECTIONS,
PIPE UNDERDRAIN & SUBGRADE DETAILS FOR OPEN AND CLOSED
DRAINAGE SYSTEMS, P.C.C SHOULDER DETAILS AND/OR STANDARDS
483001 & 60100t AS APPLICABLE.

3. A 1 RADIUS CAN BE SUBSTITUTED FOR THE 1/2" CHAMFER
AT THE TOP OF THE BARRIER WALL.

4, FOR PCC SHOULDERS -- DEPTH T SHALL BE 10.57 MINIMUM
OR THE SHOULDER DEPTH [F GREATER.

5. | THE THICKENED PCC SHCULDER FOR THE REINFORCED CONCRETE
BARRIER SECTION SHALL BE INCLUDED IN THE COST OF THE
CONCRETE BARRIER OF THE TYPE INVOLVED,

6. ALL REINFORCING BARS, BAR SPLICERS, TIE BARS AND DOWEL
BARS SHALL BE SEATED IN THE FINAL POSITION PRIOR TO
THE CONCRETE OPERATIONS, BARS CANNOT BE MUCKED INTO
PLACE.

7. [ THE FURNISHING AND PLACING OF B8AR SPLICERS, TIE BARS
AND DOWEL BARS SHALL SE INCLUDED IN THE COST OF THE
PCC SHOULDER OF THE THICKNESS SPECIFIED.

8. THE CONDUIT LOCATIONS SHOWN ARE TYPICAL. ADDITIONAL
CONDUITS MAY BE REQUIRED. FOR THE SIZE, LOCATION,
AND DETAILS, SEE THE ELECTRICAL AND/OR SURVEILLANCE
PLANS. THE FURNISHING AND PLACING OF CONDUITS OF THE
SIZE SPECIFIED SHALL BE PAID FOR SEPARATELY.

9. CONCRETE BARRIER BASE PAY ITEM IS TO BE INCLUDED IF
THE BARRIER IS CONSTRUCTED MONOLITHIC OR JOINTED TO
BASE. IF JOINTED. CONTRACTORS WILL HAVE THE OPTION
OF USING A KEYWAY OR ®6 TIE BARS, 12" LENGTH AT
30" C-C, (STAGGERED SIDE TC SIDE).

10, [JOINT SEALANT & FIBERBOARD BB SHALL BE INCIDENTAL
TO CONCRETE BARRIER, DOUBLE FACE, 42 HEIGHT.

t1. SHOULDERS ADJACENT TO BARRIER TO BE PAVED AS
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CONCRETE BARRIER, DOUBLE FACE,
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